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CLASS A BEDDING (RCP)

Granular Backfill

CLASS C BEDDING
(RCP AND CMP)
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CLASS B BEDDING (RCP)
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CLASS B BEDDING (CMP)
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BEDDING FOR MULTIPLE OVAL RCP CULVERTS

ALLOWABLE FILL HEIGHT

STANDARD HDPE BEDDING FOR REINFORCED CONCRETE PIPE
FILL HEIGHT IN FEET
Pipe
NOTES: m ~ - Class
1. MINIMUM DEPTHS AS SPECIFIED IN "CULVERT INSTALLATION WITH UNSUITABLE FOUNDATIONS" PipeSize A B A B A B Bedding
ON SHEET R-1.1.1, NOTES NO.6 & 8 WILL PREVAIL WHEN THESE CONDITIONS ARE ENCOUNTERED. I.D. Class
2. CONCRETE SHALL BE CLASS A OR AA. ADDITIONAL EXCAVATION FOR CLASS A BEDDING TO BE 24" 22 14 30 18 46 29
INCLUDED IN THE UNIT BID PRICE PER CUBIC YARD OF CONCRETE. "
30 22 | 14 | 32 | 20 | 47 | 30
3. CLASS B BEDDING SHALL BE CAREFULLY SHAPED TO FIT PIPE PRIOR TO INSTALLATION. 36" 22 14 32 20 47 31
4, SEE SHEET R-2.1.1 OR HEADWALL DETAILS FOR APPROPRIATE PIPE SEPARATION. 42" 22 14 32 21 47 31
48" 22 14 32 21 48 31
54" 22 14 32 21 49 31
LEGEND 60" 22 14 33 21 49 31 NEVADA DEPARTMENT OF TRANSPORTATION
66" 22 14 33 22 49 31
RRKKZKY - oravuLar sackriLL 720 |22 |6 | 33 |22 |48 | 32 CULVERT BEDDING &
22 |15 | 33 | 22 | 50 | 32 ALLOWABLE FILL HEIGHT

84"
@ — CLASS A SLURRY BACKFILL

FOR RCP
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