
NDOT 

Terms and Conditions Relating to Right of Way Occupancy Permits 

Traffic Control Plan 

 A traffic control plan, at the discretion of the District Engineer may be required.  A 

traffic control plan must be submitted prior to commencement of work when one is required.  

The traffic control plan must show the location of signs, barricades, certified flaggers, lane 

restrictions, hours of operation and other pertinent devices to protect the motoring and 

pedestrian traffic during construction in accordance with the Department Standard Plans, 

MUKTCD, and as required by the District Engineer.  The traffic control plans will be prepared 

and signed by American Traffic Operations Engineer, Certified by the Institute of 

Transportation Engineers who will include his certification number. 

 

Guidelines for submittal of Traffic control Plans are as follows: 

A. The Traffic Control Plan will be of an adequate size and quality to clearly show: 

1) Driveways, alleys, cross streets, sidewalks, parking areas, parking meters and 
other roadway features which may be affected by the traffic control devices; 

 

2) Lane configurations of the affected streets and driveways including dimensions 

such as lane widths, left turn pocket lengths, etc; 

 

3) Posted speed limits; 

 

4) Existing traffic control devices; 

 

5) Traffic control plans need not be drawn to scale but must include dimensions of 

all aspects of traffic control including , but not limited to , construction area, 

transition areas, delineator spacing, sing spacing and lane widths; 

 

6) Anticipated day or days of work and duration of work  (when and how long); 

 

7) The traffic control plan shall include “UTILITY WORK AHEAD” signs on all 

permits associated with utility installation. 

 

8) Type of work occurring 

 

B. The Traffic Control Plan will include the name and phone number of a responsible 

person who will be available twenty-four (24) hours a day, seven (7) days a week to 

correct any deficiencies. 

 

 


